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GENERAL NOTES: 
REFER TO APPLICABLE FORTIFIED HOME STANDARDS 
FOR ADDITIONAL INFORMATION. 
REFER TO FORTIFIED STANDARD DETAIL F-G-l FOR 
CORROSION PROTECTION REQUIREMENTS. 
APPLICABLE FOR ROOF PITCH 2:12 OR GREATER. 

4. NAILS USED TO ATTACH UNDERLAYMENT SHALL BE 
ANNULAR RING OR DEFORMED SHANK ROOFING NAILS 
W/ 0.083" MINIMUM DIAMETER AND SUFFICIENT LENGTH 
TO PENETRATE THROUGH THE ROOF SHEATHING OR NOT 
LESS THAN 3/4" INTO THE ROOF SHEATHING W/ l'' 
DIAMETER BUTTON CAPS (METAL BUTTON CAPS ARE 
REQUIRED FOR ULTIMATE DESIGN WIND SPEED OF 160 
MPH OR GREATER). 

5. FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN 
CONJUNCTION WITH FEDERAL, STATE, AND LOCAL 
CODES, ORDINANCES AND REGULATIONS IN ADDITION 
TO THE STRUCTURAL DESIGN WHICH IS BY OTHERS. IN 
CASE OF A CONFLICT BETWEEN PROVISIONS, USE 
WHICHEVER IS MORE STRINGENT. 

FLASHING TAPE AT ALL PANEL SEAMS FULLY 
ADHERED W/ NO WRINKLES OR VOIDS USING 
ROLLER. 
MATERIAL OPTION l : 4" WI DE ASTM Dl970 
COM PLIANT SELF-ADH ERi NG POLYMER -
MODIFIED BITUMEN FLASHING TAPE. 
MATERIAL OPTION 2: 3 -3/4" WIDE AAMA 711-13 
LEVEL 3 (FOR EXPOSURE UP TO 80'C/l76°F) 
COM PLIANT SELF-ADH ERi NG FLASH I NG TAPE . 

ASTM D226 TYPE II #30 OR ASTM D4869 TYPE Ill OR TYPE IV #30 
UNDERLAYMENT. (FORASHPALT SHINGLE ROOF COVERS,ASTM 
D6757 UNDERLAYMENT IS ALSO ACCEPTABLE) 
ALL REINFORCED SYNTHETIC ROOF UNDERLAYMENTWITH ICC 
APPROVAL AS ASTM D226 TYPE II; 
MINIMUM TEAR STRENGTH= 15 LBF PER ASTM D4533 
MINIMUM TENSILE STRENGTH= 20 PSF PER ASTM D5035 
PASS ASTM D4869 SHOWER TEST. 
HORIZONTAL LAPS= 4" MIN. 
END LAPS= 6" MIN. 

HOLD BACK BUTTON CAPS AT EDGES TO AVOID 
INSTALLING DRIP EDGE OVER BUTTON CAPS. REFER TO 
F-DE-l AND/OR F-DE-3 FOR DRIP EDGE INSTALLATION. 

ROOF SHEATHING; REFER TO 
FORTIFIED STANDARD DETAILS 
F-RS-1, F-RS-2, AND F-RS-3. 

® 

f~~ 
------

. 

6" MIN. OVERLAP FOLDED 
OVER RIDGE ON BOTH SIDES. 

® 
® \ 

,(vl/\l'l 
G" o.C.' • \ ® 

® \ 
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WI DER SHEETS, ADDITIONAL ROW(S) OF 
NAILS WILL BE NEEDED. 

REFER TO GENERAL NOTE# 4. NAILS 
SPACED AS SHOWN OR A MORE 
STRINGENT FASTENER SCHEDULE IF 
REQUIRED BY MANUFACTURER. 6" O.C. 
ON ALL SIDES AND END LAPS. 12" O.C. 
MAX. BOTH HORIZONTALLY AND 
VERTICALLY BETWEEN END LAPS. 

APPLICABLE STANDARDS: 
DESCRIPTION: DRAWING#: 

FORTIFIED HOMET~ - HURRICANE (2020) 

FORTIFIED HOMErn - HIGH WIND (2020] 

STEEP SLOPE SEALED ROOF DECK­

FLASHING TAPE AND UNDERLAYMENT­

SHINGLE OR METAL ROOF COVERS 

DATE: 

F-SRD-2 

ll/07/2020 

.. 

.. 
---"' 

STEEP SLOPE SEALED ROOF DECK FLASHING TAPE AND UNDERLAYMENT 
SHINGLE OR METAL ROOF COVERS
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3. 
4. 

5. 

6. 

GENERAL NOTES 
REFER TO APPLICABLE FORTIFIED HOME STANDARDS FOP 
ADDITIONAL INFORMATION 
REFER TO FORTIFIED STANDARD DETAIL F-G-7 FOP CORROSION 

PROTECTION REQUIREMENTS. 
APPLICABLE FOP ROOF PITCH 2:72 OP GREATER 
REFER TO AND INSTALL IN ACCORDANCE WITH MANUFACTURER 
SPECIFICATIONS AND INSTALLATION INSTRUCTIONS AND 
FRSfa/TPI FLORIDA HIGH WIND TILE INSTALLATION MANUAL 
PEVISEDSTH EDITION (FOR ASCE 7-70) OP 6TH EDITION (FOR ASCE 

7-76). PE FER TO PRODUCT APPROVAL TO VERIFY REQUIRED WIND 
PRESSURES ARE MET IF APPLICABLE. 
ADEQUATE ATTIC VENTILATION IS REQUIRED. REFER TO 
UNDERLAYMENT AND PRIMARY ROOF SYSTEM MANUFACTURER'S 
INSTALLATION INSTRUCTIONS FOR VENTILATION LIMITATIONS. 
ALSO CHECK WITH LOCAL BUILDING CODES FOR RESTRICTIONS 
NAILS USED TO ATTACH UNDERLAYMENT SHALL BE ANNULAR 
PING OP DEFORMED SHANK ROOFING NAILS W/0.083" MINIMUM 
DIAMETER AND SUFFICIENT LENGTH TO PENETRATE TH POUGH 
THE ROOF SHEATHING OR NOT LESS THAN 3/4" INTO THE POOF 
SHEATHING W/7" DIAMETER BUTTON CAPS (METAL BUTTON CAPS 
ARE REQUIRED FOR ULTIMATE DESIGN WIND SPEED OF 760 MPH 
OR GREATER) 

7. FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN 
CONJUNCTION WITH FEDERAL, STATE, AND LOCAL CODES, 
ORDINANCES AND REGULATIONS IN ADDITION TO THE 
STRUCTURAL DESIGN WHICH IS BY OTHERS. IN CASE OF A 

CONFLICT BETWEEN PROVISIONS, USE WHICHEVER IS MORE 
STRINGENT. 

FLASHING TAPE AT ALL PANEL SEAMS FULLY----­

ADHERED W/ NO WRINKLES OP VOIDS USING 
POLLER. 
MATERIAL OPTION 7 4" WIDE ASTM D7970 
COMPLIANT SELF-ADHERING POLYMER -

MODIFIED BITUMEN FLASHING TAPE. MATERIAL 
OPTION 2 :3 -3/4" WIDE AAMA 777-73 LEVEL3 
(FOR EXPOSURE UP TO 80°C/176'F) COMPLIANT 
SELF-ADHERING FLASHING TAPE. 

ANCHOR SHEET COMPATIBLE WITH TILE ROOF ASSEMBLY: ASTM D226 
TYPE 11 #30 UNDERLAYMENT INSTALLED AS SHOWN OR PER 
MANUFACTURER SPECIFICATIONS IF MORE STRINGENT. 

ROOF SHEATHING 7.5/32" MIN, REFER TO 
FORTIFIED STANDARD DETAILS F-RS-7, 
F-PS-2,ANDF-RS-3. ------------. 

6" MIN. OVERLAP FOLDED OVER 

RIDGE ON BOTH SIDES:·----------, 

.. .. .. 

.. 
.. 

COMPATIBLE WITH TILE 
---- ROOF ASS EM BLY: ASTM 

D7970 SELF-ADHERING 

POLYMER MODIFIED 
BITUMEN OR HOT-MOP 

AN APPROVED Tl LE 
UNDERLAYMENT OVER 

NOTE: 36" WIDE SHEET SHOWN. FOP 
WIDER SHEETS,ADDITIONAL ROW(S) 
OF NAILS WILL BE NEEDED. 

REFER TO GENERAL NOTE #6. NAILS SPACED AS 
SHOWN OR A MORE STRINGENT FASTENER 
SCHEDULE IF REQUIRED BY MANUFACTURER 
6" OCON ALL SIDES AND END LAPS 

THE ANCHOR SHEET 
USING ASPHALT IN 
MANUFACTURER 
SPECIFICATIONS .. 

HOLD BACK BUTTON CAPS AT EDGES TO AVOID INSTALLING DRIP EDGE OVER 
BUTTON CAPS. DRIP EDGE SHALL BE INSTALLED PER F-DE-7 

72" O.C. MAX. BOTH HORIZONTALLY AND 
VERTICALLY BETWEEN LAPS. 

APPLICABLE STANDARDS: 

FORTIFIED HOMErn - HURRICANE (2020) 

FORTIFIED HOMErn - HIGH WIND [2020) 

DESCRIPTION: 

STEEP SLOPE SEALED ROOF DECK -

FLASHING TAPE, UNDERLAYMENT AND 

ROOF TILE CAP SHEET- CONCRETE AND 

CLAY TILE ROOF COVERS 

DRAWING#: 

F-SRD-5 

DATE: ll/Ol/2020 

STEEP SLOPE SEALED ROOF DECK FLASHING TAPE AND UNDERLAYMENT 
NAIL PATTERN
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GENERAL NOTES: 
REFER TO APPLICABLE FORTIFIED HOME STAN DA RDS 
FOR ADDITIONAL INFORMATION. 
REFER TO FORTIFIED STANDARD DETAIL F-G-l FOR 
CORROSION PROTECTION REQUIREMENTS. 
WEAVE UNDERLAYMENT ACROSS VALLEYS. 
DOUBLE LAP UNDERLAYMENT ACROSS RIDGES 
(UNLESS THERE IS A CONTINUOUS RIDGE VENT). 
LAP UNDERLAYMENT WITH MININUM 6" LEG "TURNED 
UP" AT WALL INTERSECTIONS; LAP WALL WEATHER 
BARRIER OVER TURNED-UP ROOF UNDERLAYMENT. 
APPLICABLE FOR ROOF PITCH 2:12 OR GREATER. 
NAILS USED TO ATTACH UNDERLAYMENT SHALL BE 
ANNULAR RING OR DEFORMED SHANK ROOFING 
NAILSW/0.083" MINIMUM DIAMETER AND 
SUFFICIENT LENGTH TO PENETRATE THROUGH THE 
ROOF SHEATHING OR NOT LESS THAN 3/4" INTO THE 
ROOF SHEATHING W/l" DIAMETER BUTTON CAPS 
(METAL BUTTON CAPS ARE REQUIRED FOR ULTIMATE 
DESIGN WIND SPEED OF 160 MPH OR GREATER.) 
FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN 
CONJUNCTION WITH FEDERAL, STATE, AND LOCAL 
CODES, ORDINANCES AND REGULATIONS IN 
ADDITION TO THE STRUCTURAL DESIGN WHICH IS BY 
OTHERS. IN CASE OF A CONFLICT BETWEEN 
PROVISIONS, USE WHICHEVER IS MORE STRINGENT. 

ROOF SHEATHING BY OTHERS; REFER TO FORTIFIED 
STANDARD DETAILS F-RS-1, F-RS-2,AND F-RS-3. ----~ 

ASTM D226 TYPE 11 #30 OR ASTM D4869 
TYPE Ill OR TYPE IV #30 UNDERLAYMENT 
LAPPED AS SHOWN. (FOR ASPHALT 
SHINGLE ROOF COVERS.ASTM D6757 
UNDERLAYMENT IS ALSO ACCEPTABLE) 

\ 
17 

17 

36 

19" 

19" STARTER SHEET 
TACKED IN PLACE W/ 
ROOFING NAILS. 

6" MIN. OVERLAP FOLDED 
OVER RIDGE ON BOTH 
SIDES 

HOLD BACK BUTTON CAPS AT EDGES TO 
AVOID INSTALLING DRIP EDGE OVER 
BUTTON CAPS. REFER TO F-DE-l AND/OR 

REFER TO F-DE-3 FOR DRIP EDGE INSTALLATION. 
GENERAL NOTE #7. 
NAILS SPACED AS 
SHOWN. 

APPLICABLE STANDARDS: 
DESCRIPTION: DRAWING#: 

FORTIFIED HOMErn - HURRICANE (2020) 

FORTIFIED HOMErn - HIGH WIND [2020) 

STEEP SLOPE SEALED ROOF DECK -

TWO LAYERS FELT UNDERLAYMENT­

SHINGLE OR METAL ROOF COVERS 

DATE: 

F-SRD-3 

ll/Ol/2020 

STEEP SLOPE SEALED ROOF DECK -
TWO LAYERS FELT UNDERLAYMENTSHINGLE

OR METAL ROOF COVERS
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GENERAi NOTES 
REFER TO APPLICABLE FORTIFIED HOME STANDARDS FOR ADDITIONAL INFORMATION. 
APPLICABLE FOR ROOF PITCH 2:12 OR GREATER. 
REFER TO AND INSTALL IN ACCORDANCE WITH MANUFACTURER SPECIFICATIONS AND INSTALLATION 
INSTRUCTIONS. REFER TO PRODUCT APPROVAL TO VERIFY REQUIRED WIND PRESSURES ARE MET IF 
APPLICABLE. 

ASTM Dl970 SELF-ADHERING POLYMER-MODIFIED 
BITUMEN MEMBRANE COVERING ENTIRE ROOF DECK. 
REFER TO GENERAL NOTES #3 AND #4. 

ADEQUATE ATTIC VENTILATION IS REQUIRED REFER TO UNDERLAYMENT AND PRIMARY ROOF SYSTEM 
MANUFACTURER'S INSTALLATION INSTRUCTIONS FOR VENTILATION LIMITATIONS. ALSO CH ECK WITH 
LOCAL BUILDING CODES FOR RESTRICTIONS. 
FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN CONJUNCTION WITH FEDERAL, STATE.AND 
LOCAL CODES, ORDINANCES AND REGULATIONS IN ADDITION TO THE STRUCTURAL DESIGN WHICH IS 
BY OTHERS. IN CASE OF A CONFLICT BETWEEN PROVISIONS, USE WHICHEVER IS MORE STRINGENT. 

ROOF SHEATHING; REFER 
TO FORTIFIED STANDARD 
DETAILS F-RS-1, F-RS-2, AND F-RS-3. 
APPLY MANUFACTURER-SPECIFIED 
COMPATIBLE PRIMER TO ROOF 
SHEATHING PER MANUFACTURER 
INSTALLATION INSTRUCTIONS. ___ _,,-- , 

4" MIN. SIDELAPS OR GREATER IF 
SPECIFIED BY MANUFACTURER'S 
SPECIFICATIONS AND INSTALLATION 
INSTRUCTIONS. 

--- -------- --

REFER TO F-DE-l AND/OR F-DE-3 FOR DRIP EDGE 
INSTALLATION. ________________ __, 

APPLICABLE STANDARDS: 

FORTIFIED HOMETH - HURRICANE (2020) 

FORTIFIED HOMETv - HIGH WIND (2020) 

DESCRIPTION: 

STEEP SLOPE SEALED ROOF DECK - SELF­

ADHERED MEMBRANE (SHOWING BOND 

BREAK FOR ASPHALT SHINGLES) - SHINGLE 

AND METAL ROOF COVERS 

REFER TO MANUFACTURER'S SPECIFICATIONS 
FOR REQUIRED OVERLAP AND FOLLOW 
INSTALLATION INSTRUCTIONS. 

STAGGER AND INSTALL END LAPS AS 
SPECIFIED PER MANUFACTURER'S 
SPECIFICATIONS AND INSTALLATION 
INSTRUCTIONS. 

OPTIONAL FOR ASPHALT 
SHINGLES, APPLY #75 ASTM D226 
TYPE I UNDERLYAMENT AS BOND 
BREAK HELD BACK 8" FROM 
ROOF EDGES OVER ENTIRE ROOF. 

FASTENEDADEQUATELYTO KEEP IN 
PLACE UNTIL ROOF COVERING IS APPLIED. 

DRAWING#: 

F-SRD-4 

DATE: 77/07/2020 

STEEP SLOPE SEALED ROOF DECK - SELFADHERED MEMBRANE 
(SHOWING BOND BREAK FOR ASPHALT SHINGLES)

SHINGLE AND METAL ROOF COVERS




