HURRICANE- NEW CONSTRUCTION ROOF DECK
ATTACHMENTSTRUCTURAL WOOD PANELS
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LLs GENERAL NOTES:
[~ . REFER TO APPLICABLE FORTIFIED HOME STANDARDS FOR ADDITIONAL INFORMATION. Table F-RS-2: MINIMUM REQUIREMENTS FOR ROOF SHEATHING THICKNESS
=§ 2. FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN CONJUNCTION WITH FEDERAL, AND FASTENING
s STATE, AND LOCAL CODES, ORDINANCES AND REGULATIONS IN ADDITION TO THE _
STRUCTURAL DESIGN WHICH IS BY OTHERS. IN CASE OF A CONFLICT BETWEEN M';""m"T_R“f s |Maximum Nail spacing
PROVISIONS, USE WHICHEVER IS MORE STRINGENT. ASCE Edition Thi:(:eslsrl‘gz‘B Minimum Nail Size/Type {All Roof Areas)"
7716"
ASCE 710 See Notes 1, 2, 3 RSRS-01; 0.113" dia. x 2-3/8" 2 oc
ASCE 7-16 15/32" Roof Sheathing Ring Shank Nail
REFER TO See Notes 1, 3
TABLE F-RS-2 Notes:

1. Local building code requirements for roof sheathing thickness and/or nail size/attachment
spacing may be more stringent based on site conditicns.
2. For concrete and clay tile roof covers, minimum required sheathing thickness is 15/32™

7 7 2 QS [Mls 3. For metal roof covers, verify manufacturer's sheathing thickness requirements are met.
4. Full round head @; No clipped-head nails, common nails or staples shall be allowed. Refer to
REFERTO TABLE Figure 1.
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PANEL
CLIPS BY
OTHERS.

Round Off Clipped
W/ MIN.NOMINAL THickNgss,  Tiad  Center  Head
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SHEATHING (PLYWOOD OR OSB) BY
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HURRICANE- RE-NAILING THE ROOF DECK
(WOOD STRUCTURAL PANELYS)
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LLs GENERAL NOTES: Round Off Clipped
E 1 REFER TO APPLICABLE FORTIFIED HOME STANDARDS FOR ADDITIONAL Head Center Head
—t INFORMATION. (OK) (OK) (No)
L 2. FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN CONJUNCTION WITH EXISTING ROOF FRAMING /

FEDERAL, STATE, AND LOCAL CODES, ORDINANCES AND REGULATIONS IN
ADDITION TO THE STRUCTURAL DESIGN WHICH IS BY OTHERS. IN CASE OF A
CONFLICT BETWEEN PROVISIONS, USE WHICHEVER IS MORE STRINGENT.

MEMBERS W/ 2" MIN. NOMINAL

DAMAGED MEMBERS.

\
THICKNESS. REFER TO F-RR-2 FOR
GUIDANCE ON DETERIORATED OR

7 AN

O EXISTING FASTENERS; IF IT CAN BE
DOCUMENTED THAT EXISTING
NAILING MEETS THE
REQUIREMENTS OF F-RS-2, THEN
SUPPLEMENTAL FASTENING (+) IS
NOT REQUIRED.
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ROOF DECK ATTACHMENT - SAWN LUMBER
OR WOOD BOARD ROOF DECK WITH NO GAPS

GENERAL NOTES:

1 REFER TO APPLICABLE FORTIFIED HOME STANDARDS FOR ADDITIONAL INFORMATION.

2 APPLICABLE FOR SHINGLE OR METAL ROOF COVERS.

S, FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN CONJUNCTION WITH FEDERAL,
STATE, AND LOCAL CODES, ORDINANCES AND REGULATIONS IN ADDITION TO THE
STRUCTURAL DESIGN WHICH IS BY OTHERS. IN CASE OF A CONFLICT BETWEEN
PROVISIONS, USE WHICHEVER IS MORE STRINGENT.

MINIMUM 5/8" SAWN LUMBER OR WOOD
BOARD ROOF DECK BY OTHERS.

ROOF FRAMING MEMBERS
W/ 2" MIN. NOMINAL

REFER TO TABLE F-RS-1 FOR REQUIRED THICKNESS.

SIZE AND NUMBER OF NAILS.

/;#24" O.C. MAX.

Table F-RS-1: FASTENERS REQUIRED FOR WOOD BOARD DECKING
ATTACHMENT.

NUMBER AND MINIMUM DIMENSIONS OF
NAILS PER BOARD FOR EACH FRAMING
MEMBER IT CROSSES

WOOD BOARD/LUMBER
(ROOF DECKING) WIDTH

BOARD WIDTH

TWO(2) 0.131" @ MIN. W/ 1 - 5/8"
UP TO 8". PENETRATION INTO ROOF FRAMING
MEMBERS (MIN. LENGTH OF NAIL=2-1/2")

THREE(3) 0.131" @ MIN. W/ 1- 5/8"
LARGER THAN 8". PENETRATION INTO ROOF FRAMING
MEMBERS (MIN. LENGTH OF NAIL= 2 -1/2")

- NOTE: CLIPPED-HEAD, D-HEAD, OR ROUND-HEAD NAILS SHALL BE
= ACCEPTABLE PROVIDED THEY HAVE THE REQUIRED MINIMUM
DIAMETER AND LENGTH .
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ROOF DECK ATTACHMENT - RE-DECKING OVER SAWN LUMBER
OR WOOD BOARD ROOF DECK WITH NO GAPS

i

GENERAL NOTES:

REFER TO APPLICABLE FORTIFIED HOME STANDARDS FOR ADDITIONAL INFORMATION. I};’m:ld é)fft CIlilpp;:d
APPLICABLE FOR ROOF PITCH 2:12 OR GREATER. ca enter €a
LOCAL BUILDING CODE REQUIREMENTS FOR ROOF SHEATHING THICKNESS AND/OR NAIL SIZE/ATTACHMENT (OK) (0OK) (No) )

N

SPACING MAY BE MORE STRINGENT BASED ON SITE CONDITIONS.

FOR CONCRETE AND CLAY TILE ROOF COVERS, MINIMUM REQUIRED SHEATHING THICKNESS IS 15/32".

FULL ROUND HEAD DIAMETER; NO CLIPPED-HEAD NAILS, COMMON NAILS OR STAPLES SHALL BE ALLOWED.

REFER TO FIGURE 1.

FORTIFIED HOME STANDARDS ARE TO BE APPLIED IN CONJUNCTION WITH FEDERAL, STATE, AND LOCAL

CODES, ORDINANCES AND REGULATIONS IN ADDITION TO THE STRUCTURAL DESIGN WHICH IS BY OTHERS. ? ?

IN CASE OF A CONFLICT BETWEEN PROVISIONS, USE WHICHEVER IS MORE STRINGENT.

=4 129

RSRS-04 (0.120" DIA. X 3" MIN.) OR

RSRS-05 (0.131" DIA. X 3" MIN.) 24" O.C. MAX.

ROOF SHEATHING RING SHANK FIGURE 1.
NAILS @ 4" O.C. INTO ROOF

FRAMING MEMBERS. NAIL / / / /

LENGTH MUST BE LONG ENOUGH
TO ENSURE 1-5/8" EMBEDMENT
INTO ROOF FRAMING MEMBERS
THROUGH PLYWOOD/OSB AND
EXISTING DECK BOARDS.

ALT: #8 X 3" MIN. LONG WOOD
SCREWS @ 6" O.C.

ROOF FRAMING MEMBERS
W/ 2" MIN. NOMINAL THICKNESS.

PANEL
CLIPS BY

OTHERS. NEW STRUCTURAL WOOD PANEL ROOF

SHEATHING (PLYWOOD OR OSB) BY
OTHERS INSTALLED OVER EXISTING DECK
BOARDS. REFER TO F-RS-2 AND/OR F-RS-3
FOR SHEATHING THICKNESS
REQUIREMENTS (MIN. 7/16").

\ EXISTING ROOF DECK BOARDS

WITH GAPS GREATER THAN 1/8"

FASTENERS 4 IN. O.C.
PENETRATING WOOD
FRAMING MIN.1-5/8".
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